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BOX PCBox PC

HMI Controller

4 5

Fanless Design

Intel Atom Z510P/Z530P Processor

Intel US15WP Chipset

1 x Accessible 2.5” SATA HDD Space

DC 9-32V Power Input

Mini SATA Device for Option

Mechanical

System

Intel Atom Z5XXP DIN Rail Mounting BOX PCACS-2210A

Construction

Mounting
Dimension
Net Weight

Processor
System Chipset
Outside I/O ports

System Memory
Storage 
Power Input
Expansion Slots
OS Support

Wireless

Aluminum sink & Aluminum front plane, Heavy-duty steel 
chassis
DIN Rail Kit, Wall Mount Kit
157(W)x130.2(H)x60(D) mm
TBD

Intel Menlow Z510P 1.1Ghz/Z530P 1.6Ghz for option
Intel US15WP
• 1 x DB-9 RS-232 (COM3)
• 1 x DB-9 RS-232/422/485 (COM1, Default:RS-485)
• 4 x USB
• 1 x RJ45 GbE LAN
• 1 x VGA
• 1 x USB to RJ-45 10/100M LAN
• 1 x DC 9-32V 3 Pin Terminal Block connector
• 1 x 2X5 10 Pin Terminal Block for 8 Pin GPIO, 
  VCC and Ground
• 1 x LED indication for power
1 GB DDRII 400 MHz on board
1 x 2.5” accessible SATA HDD Space
DC 9-32V
1 x Mini PCIe slot on board
Windows XP Embedded, Windows CE6.0, Windows 
Embedded Standard 7
Option by mini PCIe, 1 Antenna hole at I/O Side

Specifications

Operating Temperature
Storage Temperature
Storage Humidity
Certificate

0 OC~50 OC 
-20 OC~60 OC 
10~90% @ 40 OC non-condensing 
CE / FCC Class A

Environmental

130.260

15
7


